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SPECIFICATION FOR COTTON SPINDLE TAPES ( Second Revision )
0. FOREWORD
b) Narrower spindle tapes of 10 mm width have been included for use in cotton and man-made fibre ring spinning frames, and c) Elongation reduced. at break requirement has been

0.1 This Indian Standard ( Second Revision ) was adopted by the Bureau of Indian Standards on 31 October 1988, after the draft finalized by the Narrow Fabrics, Webbings and Braids Sectional Committee had been approved by the Textile Division Council. 0.2 This standard was first published in 1960 and subseqrlen ly revised in 1970. It has again been rev:sed to specify the spindle tapes of width being used by the industry at present and also modified constructional particulars to specify being adopted in the manufacturing of tapes for Following are the other better performance. major changes carried out in the present version: a) System of grading Grade 1 and Grade spindle tapes into 2 has been abolished,

8.3 For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS : 2-1960. The number of significant places retained in the rounded off value should be the same as that of the specified value in this standard. *Rules for rounding off numerical values ( rrciscd ),

1. SCOPE 1.1 This standard prescribes the requirements for 10, 12.5, 16, 19, 22 mm wide cotton spindle tapes for use on ring spinning frames for cotton and man-made fibres and 12'5, 16,19,22,25 mm wide cotton spindle tapes for use on doubling frames for cotton and man-made fibre yarn and ring spinning frames for wool. 2. REFERENCE8 2.1 The following Indian Standards are necessary adjuncts to this standard: Rules for rounding off numerical IS : 2-1960 values ( revised ) IS : 1954.1969 Methods for determination of length and width of fabrics ( Jirst revision ) for determination of IS : 19630 1981 Methods unit length in threads per woven fabrics ( second revision ) IS : 1964- 1970 Methods for determination of weight per square metre and weight per linear metre of fabrics ( J;rsf revision 1 Methods for determination of breaking load and elongation of woven textile fabrics ( second revision ) 1

3. MANUFACTURE 3.1 Cotton spindle tapes shall be manufactured from plied cotton yarns in warp and weft. The tapes should be clean, even and well woven with firm, regular and straight selvedges. The approximate count of yarns used should be as under: a) Warp - 30 tex X 4 ( 20s/4 ) b) Weft -- 30 tex x 3 ( 20~13 ) c) Binding ends 30 tex X 3 ( 20~/3 ) 3.1.1 Tapes for cotton and man-made fibre ring spinning frames ( Table 1 ) shall be woven with 2/2 - V - twill weave or herring bone weave. 3.1.2 Tapes for cotton and man-made fibre yarn doubling and woollen ring spinning frames ( Table 2 ) shall be woven in double plain weave ( basket weave ) with binding ends as 1 up 1 down. 3.2 In case coloured threads are used for ideatification, they shall be of the same count as of warp. 4.

1s : 1969-1985

REQUIREMENTS
shall Table conform to the 1 for use on ring

4.1 The spindle tapes requirements given in

spinning frames for cotton and man-made &hre, and Table 2 for use on doubling frames for mawmade fibre yarns and ring cotton and spinning frames for wool. 4.1.1 The length of the .tape ,in rolls.rhall be 100 m unless otherwise speci%d in contract or order. It shall be not less than the declared value when determined in accodance with the method prescribed in IS : 1954-1969. 5. PACKING 5.1 The rolls of the spindle tapes shall be wrapped in polyethylene f&&aft etc, and packed in wooden m coldboar B"e" borxe)s as .agreed to between the buyer and the seller. 6. MARKING 6.1 Each roll shall be marked with the following: a) Name of the material; b) Name of the trade-mark; c) Width; and d) Length of roll.
TABLE 1 REQUIREhRBNTS9p FOR -C6CGTTGN

6JJ &ach roll may Standard Mark.

also be marked with

the

N~rr - T_he~w of the Standard Mark is governed by the provisions of the Bureau of Indian Standards Act, 1986 and the Rules and Regulations made thereunder. Tbe &andard Mark on products covered by an In&an Standard conveys dhe assurance that they have been produced to comply with the requirements of that standard under a well defined system of inspection, testing and quality control which is deviaed and supcrvised by BIS and operated by the producer. Standard marked products are also continuously checked by BIS for conformity to that standard as a further safeguard. Details of conditions under which a licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

7. SAMPLING 7.1 Lot - The cquantity of tape of one definite variety delivered to one buyer against one despatch note ahall constitute a lot. 7.2 The conformity of a lot to the requirements of this standard shall be determined on the basis of tests carried out on the rolls of tape selected from the lot. 7.3 Unless otherwise agreed to between the buyer and the seller, the number of rolls of tape to be selected at random from the lot shall be in accordance with co1 2 of Table 3.
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IS I 1718- 1988 7.4 For evaluating mass, width, length of a roll, weave, ends in full width, picks per dm, and ntimber of binding ends in the lot, the rolls selected as in co1 2 of Table 3 shall constitute the sample. 7.4.1 For evaluating breaking load and elongation at break, the number of rolls specified in co1 4 The rolls of Table 3 shall constitute the sample. shall be selected at random from those selected test specias in co1 2 of Table 3. The required mens shall be drawn from each of the rolls and subjected to the corresponding tests. 7.5 Criteria
for Conformity &umber of Spccimrns TABLE 3 SAMPLE SIZE AND CRITERIA CONFORMITY ( Claws 7.3, 7.4 and 7.4.1 ) FOR

LOT SIZE
(

No. OF ROLLS) (1)

SAMPLE PEXMUMILILENO. SUE~~AMPLE SIZE OPDEFXMJTIVEROLL~ SIZE (2) 5 (3) 0 2 : 3 4 (4) 5 6 i 9 10

up to100
101 to 300

501 to 500 800 25 301 :z 801 to 1 300 35 1301 and above SO

Characteristics

Crifer ia for Conformity Number of defective rolls not to exceed the number given under co1 3 of Table 3 All the samples shall specified requirements conform to the

Mass, width, length, weave, ends in full width, picks per dm and number of binding ends Br-$niioad and elongation

As in co1 2 of Table

3

As in co1 4 of Table

3
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